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SPECIFICATION ’
1. Reducer Stage : 1 Output Shaft of Key Type (S2—Option)
2. Ratio : 1/3~1/10
3. Output Shaft Shape : Non—Key Type (S1)
Key Type (S2)
4. Backlash GENERAL TOLERANCE | surrace Roushmess|| _
4—1) Precision Backlash P1(<3 arcmin) e T e Jrmod T NP—090 116x153 !
472> LOW BOCR‘OSh P2<£5 O(Cmm) e Yy V/ ~ NO. DESCRIPTIONS SIZE MAT'L Q'TY W(EK‘SST REMARKS
4—3) Standard Backlash P3(<8 arcmin) o0 |z, ‘Z e STANDARD scaE |1 / 1.5 ‘PROJECT\ON‘B@
5. Input Shaft Dia. : 819 max. (822,824 option) o0 |03 %7 Tass| | (o o | NP—090(1/3~1/10) |PWeNo| NPO9O00AT—090B |5
In case that motor shaft Dia. is smaller than 819 or is 822 Option 120~400 |+05 SVZ/ 1259 Precision Planetary Gearhead) REF.NO. 0
Bushing is supplied 400~1000 | £0.8 D; zzsz DRAWN CHECKED | APPROVED
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